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(57) Abstract: The invention relates to a method for heating a container (Ri) 
placed on a cooktop comprising heating means which are associated respectively 
with inductors which form means for detecting the presence of the container and 
are distributed along a frame which is embodied such that it is two-dimensional 
in a cooking area. Said method consists in searching (E20) a heating area (Zi) 
consisting of the heating means arrangement which are at least partially cov- 
ered by the container and in computing (E60) a power supplied by each heating 
means of said heating area (Zi) according to a total specified power (Pi) asso- 
ciated thereto and the degree of coverage of each detection means associated to 
heating means by the container (Ri). The invention can be used, in particular for 
an inductive cooktop. 

(57) Abrege : Un precede de chauffage d'un recipient (Ri) pose sur une table de 
cuisson comprenant des moyens de chauffage associes respectivement a des in- 
ducteurs formant moyens de detection de la presence d'un recipient, les moyens 
de chauffage associes aux inducteurs etant repartis suivant une trame bidimen- 
sionnelle dans le plan de cuisson, comprend les etapes suivantes : recherche 
(E20) d'une zone de chauffe (Zi) constitute d'un ensemble de moyens de chauf- 
fage recouverts au moins partiellement par le recipient ; et calcul (E60) d'une 
puissance delivree par chaque moyen de chauffage de ladite zone de chauffe 
(Zi) en fonction d'une puissance globale de consigne (Pi) associee a la zone de 
chauffe (Zi) et d'un taux de recouvrement par le recipient (Ri) de chaque moyen 
de detection associe au moyen de chauffage. Utilisation notamment dans une 
table de cuisson a induction. 
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